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DESIGN

DE HIER AFGEBEELDE KLEUREN ZIJN INDICATIEF EN KUNNEN AFWIJKEN VAN DE WERKELIJKE KLEUREN. GELIEVE DE KLEURENKAART BIJ UW VERDELER TE RAADPLEGEN. 

LES COLORIS REPRÉSENTÉS ICI SONT ILLUSTRÉS À TITRE INDICATIF ET PEUVENT VARIER DES COULEURS RÉELLES. VEUILLEZ CONSULTER LA CARTE D' ÉCHANTILLONS CHEZ VOTRE DISTRIBUTEUR. 



35.000 cycles
(Martindale) category A

4-5 category A

5

4-5

category B

category B

abrasion test | EN ISO 12947-1,2:

pilling test | EN ISO 12945-2 (2.000 T):

fastness to light | EN ISO 105-B02-2: 
bright colours: 
fastness to light | EN ISO 105-B02-2:  
dark colours:

permissible colour tolarance | DIN EN 20105-A02: min. grade 4 passed

roll length: ~ 45 m width: 142 cm + |  - 2 cm

useable width: 142 cm + |  - 2 cm weight m DIN EN 12127: 525 g + |  - 5 %

material thickness: 1.0 mm + |  - 2 % weight m² DIN EN 12127: 370 g + |  - 5 %

100% polyester

100% polyester

| according to DIN EN 14465:2006

Instructions for use
 

fabrics. We do not take over a warranty on damage, which resulted from inappropriate use, chemical cleaning or additional impregnation.

Cleaning
Do not apply any aggressive cleaning products that could potentially damage your new upholstery fabric. Remove stains immediately, 
using a soft cotton cloth and a gentle circular motion, working from the outer edge inwards. Before using any cleaning and care products, 

Plenty of other important details and useful tips on the optimum care of upholstery fabrics can be found on our special website at 
www.2-clean.de

REACh Regulation

» Compliance of the latest updated candidate list of substances of very high concern (SVHC)

» Compliance of the latest updated list of restricted substances
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